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— Do not unplug by pulling on cord, Te unplug, grasp the plug, nat the cord, 
- Keep fingers oway from all moving parts, Special care is tequired around Ihe sewing needle. 





IMPORTANT SAFETY INSTRUCTIONS 


appliance, bosic safety precautions should always be followed, 


Including the follawing: 
Read all instructian before using this household sewing machine. 


.— Always use the propar needle plate. Tha wiong plate can cause the needle fo break, 


— Do nol use beni needles, 
~ Bo not pull or push fabric while sillching. ! may deflect the asedle causing il to beck, 


DANGER ta reduce the risk of electric shock: - Swilch Ihe sewing machine olf wien making any adjustment in the needle aren, Such a5 
This household. sewing machine should never be left unailended when plugged tn, Always lhreading needle, chonging osadle, threading bobbin, or changing iia foot, and the like, 
unplug ii fom the electric outlet in mediately after using and before dleoning. Always unplug 
before relamping, Replace ..buib with same type and toting, 15 VW mox. Model S00 er 


3 VV (Models 3005+3007]. 


— Always unplug the sewing machine irom the electrical oullel when micking ony user sevicing 


mentioned tn the instruction manuel, 


~ Use only identical replacement parts. 


WA RN ING = To reduce the risk of burns, fire, electric shack, or injury to persons: 
~ Do cot allow to be used os a lay, Clase ollention is Recessory whan this appliance fs used by 
or naor childien, | . 


~ Use this sewing machine only for its intended use os deseribed tn this manual. Use onby 
oiachmants recommeaded by the monulacturer as contained in this manual, 


“SAVE THESE INSTRUCTIONS”” 


Warning 
— Never apsrote thts sewing machine if It hos o damaged cod of plug, if ifs nat warking prap- When working close’to the needle, ba very caraful nol fo prick your flagers. 
ary, itil has been dropped or damaged, or drappad inio waler. Return the sewing machine | 
lo the nearest Guihtorzed dealer OF service Cenier for exominalion, repair, electicat or me-_ 
_ Chonical adjusimani, - 


— This machine ts equipped ‘with a special connexion cord which, if damaged, must he 
replaced by an identical cord, This an be oblotned irom tha dealer. 


> Never operaie the sewing machine with any cir apeaing blacked. Keep venilaiton apanings - 
- of the sewing machine and foo! controller tree from the accumulation of lint, dust and cluh, 


— Never drap oF inser any abject j nto any opening. 
~ Do fol use Outdoors, 


- Da fal Opercie where geiosol {spray} products are basing used (or where oxygen is’ belng 
odministersd.. ; ; 


~ Tordisconmect, ium all controls te the off Position, then remove plug from outlet, 





|, Extension Table [Accessory Gos) ...., 


ote: moe oye 
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I MAIN PARTS 








DESIGNATION OF PARTS 
(Model 3007) 
) Stitch length stide 
2 Stich width slide 
3° Bobbin winder stop 
4 Bobbin winder 
2 Foal storene compaimernt 
& Sewing Instuction panel 
? Spool holder die- (largel 
# Spool pin 
? Top cover 
10 Thread tension dlal 
11) Foot pressure din 
I2 Face plata 
1G) Buttonhole lever 
14 Tiveod cutter 
13) Automatic needle theader 
16 Needle plata 
17 Haok cover plata 
IA Fook cover plata telease button 
I? Extension table loccessory bos! 
20 Needle position up/down (liftmeatic| 
“210 Reverse stitch push button 
22 Speed reducer 
@ & 








DESIGNATION OF PARTS 
(ModeJ 3005) 


Stich length slide 

Stitch widih slide 

Bobbin winder slop 

Bobbin winder ; 
Foot slorage compartment 
Sewing Insituction pone! 

Spoal holder dise large} 
Spool pin 

Tap cover 

Threed tension dfat 

IT Foot pressure dict 

i2 Face plate 

14° Butlenhele lever 

140 Threod cates 

15 Automaiic needle theader 

16 Needia plate 

17 Hook cover pilote 

18 Hook cover plate release buiton 
19 Gdension table laccessony bow] 
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20 Reverse stitch push butter 


DESIGNATION OF PARTS 
(Model 3003) 


Sitch length slide 

Stitch widih slide 

Bobbin winder stap 

Bobbin winder 

Foot storage compuriment 
Sewing instuctlon panal 
spool holder disc flargd} 
Spoal pin | 

Top cover 

lO Thread tension dial 

1) Foot pressure oial 

12 Foce plate 

13 Guttonhole bever 

14 Thread culler 

13) Needle plate 

1S Hook cover plate 

tT? Hook coves Plote release bution 
18 Extension toble loccessory box] 
19 Reverse stheh push bution 


OO ND bam on 





DESIGNATION OF PARTS 
(Model 3007) 


23° Thread lakeup lever 

24 Corying handle 

26 Balonce wheal . 

794 Stitch selector , 

27. Fine adjustment 

28 Power swilch 

- 29 AMochine sockel 
30 Needle damping sctew - 

31 Drop feed levar 

a2? free om 

39° Presser foot 

34 Presser fool lever — 


1 


te 





DESIGNATION OF PARTS 
(Madel 3005} 


21 Thread tikeup lever 
22° Canylng handle 


1°23 Bolance wheal 


24° Slifch selector 

24° Fine odjusiment 

24 Power swilch 

27) Machine socket 

28 Neadle damping screw * 

29 Drop fesd lever 

3G Freé arm 

310 Presser feat 

$2 Presser loot lever 

33 Sewlag speed switch flor 120 ¥4 


DESIGNATION OF PARTS 
(Model 3003) 


Thread take-up lever - 
Carrying handle 
Bolance whee 
Coupling knob - 

Stich selector 

Fina odjusiment 

Power swilch 

Machine sackel 

Needle clamping screw 
Diop faed lever 

Free ovm 

Pressey foot — 

Presser foot lever 
Sewing soeed switch ffor 120 ¥] 





FOOT STORAGE COMPARTMENT 









Eoch presser loo! and iis corresponding storage space are leitered for easy identification ond 


slorage. 
To achieve optimum sewing resulls, use the faa recommended for each sewing lachnlgue, 


* The @ foot is not daliverad with the machina, 
But is available fom the dealer, 

* The F foot is sored in the accessory bow in 
front of the free arm. 


Needle assontment 

Quilling guide 

Blind hem foot 

Henmimer foot 

Cveriock foot 

Zipper foot 

Embraidary foot 

Zigzag foal 

Automatic tudionhole device 


La 


“EO On tag ue 


L 
G 
D 
:€ 
E. 
F 
A, 
R 


lt 
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* The auiomatié buttenhole device R con be 


siored in the extension table. 





| EXTENSION TABLE (ACCESSORY BOX) 
Extension Table 


The exlenston iable provides added sewing surface and con be easily removed, 





For free arm sewing : For attaching the table 
loble owey Irom Push the edension lable uniil tls kgs fil into the 


Pull the end of the artension 
machine, 


the machine, os flustered. 


Accessory bax 
loble, 


Sewing oncessories are cenvenently located under the exlansion 
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11 GETTING READY TO SEW 
CONNECTING THE MACHINE 


TO THE POWER SUPPLY 





Before connecting, make suze that the vollage 
af the power supply [5 identical to that of the 
mochine.¥¥'ilh the switch on “OFF”, fll the neon- 
reversible plug lata the machine socke! and plug 
Ihe machina info the wall socket, Switch il on. 


NLB. Make ilo habii to switch off the machine 
when you ara nol using il,” 





NEEDLE UP/DOWN 
(MODEL 3007) 





when tie machine [5 
not mnning, mokes the needle rise of came 
down, * 

FFthe needle is in the upper posilion, it wll 
come down inla the fabric ond vice versa. 


A pressure on this kay, 


CAUTION: Don'l press the foot contrat whilst 
the nesdla up/down kay is depressed. 


This key is used for: 

-AAoking tha bobbin thread come up 
[dowa/up}, hold the end of the bobbin 
thread. 

— Sewing 
down before turing the babric}. ; 

Thus iJ ts ao donger necessary io jue the 

bolonce wheel by hond Io ralse and lowes 


. the needle. 





an angla imake ihe needle go 


FOOT CONTROL 





Sewing speed can be varied by the foot 
control. 

The hordes you press on the control, the faster 
ihe machine runs. 





SPEED REDUCER 

MODEL 3007 

The sewing speed range con be varied by 
the speed reduces. 

Foro higher speed, slide t1 Io the righl, for a 
lower spread slide it lo the beft, 


MODELS 3003 + 3605 

Tha sewing speed range con be voried by 
he switch situgled on the Ttontof the foot 
conlral, 


For high speed, set the swiich of “CHGH" 

(230 Vibor "Se" [120 ¥). 

For low speed, sel the switch al "LOW" 

(230 V) or "es" [120 VL 

* Do not meve the switch when the machine 
is tunming. 


SEWING LIGHT 





the face 


The sewing light is locoled behind 
pbc. 


(AlTa remove = Pull our. 
Ta reploce = Push in while the pins ore 
In fine wilh the holes of fight 
sockal, 
(Bi To remove Push aad turn to the defi. 
To replace Push and turn te the sight. 


NB. When replacing the bulb, unplug the 
machine, Use a bulb of: 

[A] Hologen lamp: 12.9 ¥ 7 a WY. 

[B] Tungsten bomp: 15 ¥¥ mos. 


eee ee 


FOOT PRESSURE 


PRESSER FOOT 











The pressure dial should be set al “3” for regular sewing, 
Reduce the pressure tg "2" for applications and very siraichy jerseys. 
Reduce the pressure ia 7] ~ when sewing kails, io qvold distortion, 






Mess the ned bution behind the foot holder, 
Press ihe up/down needle positon key | The presser foot wall drap off. 
[model 3007) or fun the bolonce when! 

towards you to raise the needle to lis highas| 

postinn. 

Rotse the presser foal, 


DROPPING THE FEED DOG 





The drop feed lever is iocated under the free om, 





To snap on; 


When atlaching the fool, the pressure dial “Additional Clearance’ . 
should always be on *9*. . 

Mace the presser fool so that the pin ofthe foot | Tha presser fool can be raised higher 
lies just under the qracve of the foos holder, additional 
Lower the foot halder to lock the foot in plnce, woollens. 


To ralse the feed dog, push the lever in the direction of ihe orow, as ilustaled, 
To lower the faed dog, push the lever in the direction of the arrow, as flusiected, 


foot 
clearonce when placing thick 


* The feed dog musi chways ba up for normof sewing. 






To remove: 


Unscrew counterclockwise, using a screw 
dilver, . 








To attach: 


Align the hole in the foot! holder with the 
threaded hole in tha presser bor ond fli the 
foo! holder screw inlo the hole. 

Tighten the screw Gy turning i clockwise, 


CHANGING THE NEEDLE 


Rese dhe needle ty iuming the bolonte 
wheel lowords you or by pressing ihe up/ 
down needle posilion key (model 3007}. 


Lower tha orasser ford. 


bullon depressed, 


SEWING IN REVERSE 


Aslongas you keep the reverse stitch push 
Ihe machine sews bock 


| 
J 





SEAM GUIDE 





The numbers on the needa ploie Indicole dhe 
spdce between the dine and the lef nasdle 


position, 
The numbers al the fron! ae in millimeters. 


The numbers at the back are In inches, 


Loosen the needle clamping screw by luming 
I counterclockwise. 


Remove the needle from the clamp. 


Insert Ihe new needle inta the camp with the - 
flat side ta the reor, pushing it up os for as il 
will qo. ; 

Tighten the clamping screw firely, with the 
screwdliver, if needed, 


* Check the needle reguiculy lor hotbed or 
blunted paint, A defective needle moy. spall 
your fabrics, 


FABRICS, THREADS AND NEEDLES 


. lawn, IO/70 or 
11/75 of 


Crepe de Chine, Voile 
Georgeits, 7. 
Orecodie, Trica, Ane Collen or 


Mash, Percale Synthetic Thread 12/80 


‘Medium linen, Cotton, Piqua Medium Weight ° 12/75 on 
weigh Weoollens, Double Kniis, Calton oF 12/80 or 
Percale Synthetic Thread 14/0 


Denim, Tweed, Gabardine, Sewing Silk, 
Coaling, Drapery and Reavier Cotton or 
Upholstery Fubsries- Synthetic Three - 





For best resulls, use needles and threads that are adapted to the fabrics. For finer fabrics, fine 
neadies and threads, for heayler fabrics, stronger neadles and threcds. 


Use the same ihraad for needle and bobbin, 


When saving streich, vaty fine fabrics and synthetics, use a needle with blue shank, This needle 
Prevents skioned slitches. : , 


When sevdngy very line fabrics, reinforce the teverse Side with fusible inlewtining or ven ling 
‘Paper that wail be tom olf afer, 





Git up the spool pin as shown. Ploce the 
matching socal halder on the spool and lower 


ihe spor! pir. 
" The small sooo! holder ts used wilh aonow 
Fteod ¢nools, 


REMOVING THE EOBBIN 


Push the hook caver plote buiton to release 
he cover olote. 


ft out ke bobbin. 








The additional spoal fin is. used jor 

sawing will 2 needles or ta wind the bobbin 

wilhout ; 
unliteading ihe machine. 

Place the fell on the spool pin, 





- WINDING THE BOBBIN (Model 3003) _| INSERTING THE BOBBIN 


2, Drow the threod ftom the spool. - 
4; Engage the thread into the thread guide. 


4, Guide the thread around the bobbin ww[ncd- 
















. Pull oul the coupling knob fo disengage 
the neaedla motion. 


Place the bobbin in the bobbin cose with tha | Keep slowly pulling the thread unfil I slides 
Ihread running counterclockwise, inta the aotch “B". 


(®) 





arthreod quide. . - 7, Hold tha end of the thread and depress 
the foot cantral for a couple of turns. 
§. Pass the threod through the bole in the bobbin, Cut the thread, Depress the foot control. 
- The bobbin will stop automatically when It - 
6. Place the bobbin on ihe bobbin winder is full. 
and push it tc the right. 


§. Push the bobbin winder bork Ip the lef, 
lake off tha bobbin and cul the thraed. 





9, Push the coupling knob on the bolonce 
wheal lo reengoge tha needle motion, 





Guide the thread Info Ihe narch "A" on the f Pull aul aboyt 15 em [4"] al thread ond refit 
tant, Hold the babbin with your right’ hand | the hook cover plate. 

and pull the thread to the jell and through the 

tension spring blades, 


-* The machine will not sew unlil she coupling 
knob Is pushed in. 


INSERTING THE BOBBIN 











Place the bobbin in the bobbin ease with the Keep slowhy pulling the thread until a slides 
Ihrgead running counterclockwise, fale ihe natch “B”, 





1, Drow the thread from the spec, 
2, Engage the thtead into the thread guide, 


4.’ Guide the thrsad around the boblsin wind: 
a ihiead guide, 






. 4. Pass the thread through the hole in the bobbin, 





. 6. Hold the end of the thread and depress 
-the foot control fora couple of tums. Cut 

~ ihe thread, Depress the foot control. The 
bobbin will stop oulomatically when it is 
Full. 


5. Place the bobbin on the bobbin winder 
ond push ill to the right. 


7, Push the bobbin winder back ta tha Jel, 
take off the bobbin and cut the ihragd, ~ 





Guide the thread info the noteh "A on the | Pull out about 15cm id*)ol thread and refi 
front, Hold the bobbin wiih your dght hand 7 the hask cover plate, 
“ond pull the thread to the left and thraugh the 


tension spring blades, 


ron 





THREADING THE MACHINE 





Raise the take-up lever to ils. highest! 
position by iuming the beloace wheel 
lowards you, ._ 

Ralse the prasser fool, then poss the 
thread In the order from | to 3. 


T, Poss the thread inte the thread 
guide ond draw it down along 
the right slot. 


2. Pass the thread around tha threo 
guide ond up again in the def 
slal, 





J. Alemly drew the threed from right 
lo fell into dhe takeyp lever 


eyelet, 


4. Side the thraad fo the left behind 
the head guide on the needle 


bar, 


Modal 300: 
5, Drow about T5ecm [4] of 
thigad through needle eye. 


Models 3005 + ICR): 
4, Threod the needle by using the 
needle threader (see page Ar] 3]. 


Modal 3005) Tun the bolonce 
wheel lowads you ia raise the 
needle ta the highest position. 

- Pull 15 em [4"} of thread, 


Mode! 3007): By Brassing the 
"up/down needle position kev, saise 
the needle lo Hts highest position, | 

Pull 15 om (47) of thread. 

Pull the eutomalic needfe threader 
down os far as it will ga. 





Tur the knob (8) in the dlection of 
ihe ancy in the ilustaton, then 
fase the hook ( lito the Needle 


eye. 


feed ihe threcd around the quide 


© and under the-hook @. 





Turn the knoly @ In the diredion of 
the omow, In the ilustotion, then 
draw the thread Inop to the back af 
the needle, 





Raise the needle threader knob ® 
slowly to draw ihe thread loop up. 





Fass the end ofthe thread through 
the needle eye by pulling the thread 
loop to the back, 


* The needle threader canbe used 
with needles No. 11/75, 
12/80, 14/90. 16/100 and 
needles with blue shank. 


" DRAWING UP THE BOBBIN THREAD 











Ralse ihe presser foal aad hold the needle thread | [300-7]: Press the up/down needie postilon key | [3003 4 9005]: Tum the bolonme wheel Pull both threads Io the laft ond 
lightly with your left hand. hice. lowords you until the needle has risen and the under the presse: foot, leoving 


lokeup lever is al tls highes! position. 10 em [47}. 
Lightly drow up the needle thread forming a loop 
af the bobbla thread. 


BALANCING THE THREAD TENSION 










tn straight seams, ihe needle threed | Tum the thread tension dial until the | Loosen tha needle thraad tension by | Tighlen the needle thread fension | Adjusting the Thread Tensian for 


and the bebbin thread should jater) | desired number is facing the selling | moving the dial to a lower number. |. by duining the diol ko a higher | Zigzag ond Embroidery, 

ldck inthe center of the two layer | mark. number, ; The upper thread tension should be 

of fabric. slightly weaker when sewing 0 Zig: 
zng oF 6 paltem based on the salin 


giiich, The upper thread should 
appear slightly on the reverse side 
of the fabric. 





beled o 


NB. The needle 
When vou tar th 


must be in the upner postition 


@ stich selectay. 


Pattern by tuming the sttteh selactar, 
- The red signed confims the chosen Pollern, 


STITCH WIDTH 









The: higher ihe number, the wider the stitch 
This machine can sew slikches of & mandmurm 
widih of 4.3 mm (14d, 


* For adjusting the stilch wiih, the needle 
must be fn ther uprser Posilion, te, aut of the 
laisric, 














be madilied og fram the Wiple seam onward, 





STITCH LENGTH 











the higher the: fumber, the longer the stitch, 
Fora fine fabric, 2 siitech length of 1.5 to 3.4 
is praleroble. 

For a thicker fabric, a stich lenght of 2.5 tg 
4.0 is indiented, 


NB. The stiich length is automaric and cennol 











DECENTERING THE NEEDLE 





The siraigh! stitch and the Iple seam mey he 
decontared o tha lef by using ihe stich width 
slide, 


If BASIC SEWING 


STRAIGHT STITCH 





SEWING AN ANGLE 


Stop the machtrie. ; 
(8604 + 3005]: Turn the balance wheel 
lowerds you io bring the aeedle down inta the 
Iobrie. 

(3007): Lower the needle into the lobrie by 
pressing Ihe needle up/down key, 

Ralse the presser foot. 

Piyot the fabric around the needle to change 
the sewing difection. Lower the presser foot 
and continue sewing. 








Rolse thé presser [oat and place the fabric , 


nex! Jo the guide lina an the needle plate. 


Smooth the threads to the laf and lower the 


presser fant. Depress the fool control. 


Gently guide the fabric along the guide line. 





| with your lef hand, Release the black butlon 
and stan sewing, 





The thread cufler ads the threads io the 


To secure the ends of the seams, pross the 
proger leng!h lor starling Ihe ned seam. 


reverse: stilch button ond sew a lew stitches, 


Raise the presser fool and remove the fabric 
pulling the dhrands lo the rear. 


* The needla musi be in ils highes! pasilion 
when femoving fhe fabric. 


STRAIGHT STITCHING ON 
HEAVY FABRICS 


Lower the needle inta the fabric al the staring 
polni, Press the small black bullen on fol A 
with your left hand thus giving extia weigh! Io 
the presser fact, 

lower ihe presses foot wilh your right hand, 
maintaining the pressure on the block bulten 





ZIGZAG STITCH 


IV UTILITY STITCHES 


QUICK OVERCASTING 








duel ea aaa =- } 








Simple zigzag stiiching is used For overcos: 
ing and sewing on bullans. 

NA, Fora decorative satin sMich, use trans: 
Parent foot, reduce stitch lenglh between 


O.3 and 0.5 ond thead lension behyae; 3 


- 2~5 
ond 3. 


ASSEMBLING STRETCH FABRICS {MODEL 3007) 





The C foot Prevents the fabric fram rafting, 
when Overcasting, 

Place tha fabric next fo the black guide on the 
fight. Mintraum stitch width 5. 















For light jeney, the € foot keeps the fabric 
fiat, “Place the edge of the fobric next ta the 
block guide on the righi. 

Use the F foot for sewing inside the fabric. 
For assembling and overcasting stretch fabrics | NB. To prevent distoniion in jerseys, reduce 
and jerseys In cne operator. a the foot PHESSUre see page AZ], 





pereeacs Seta ge This stitch is useful to prevent tow edgas from 
fe al haying. . 
Poca the fabric underthe presser fool, se ihar 


Ihe right edge runs dlong the brim of the 
fransparent por, 








| ELASTIC STITCH 


DOUBLE OVERCASTING 





This stlich ig useful for fabrics. which lend to 
fray. Place he edge ofthe fabric ned to the 
black guide on the right. 





Choose this slilch ta aliach elastic to garmenis, 

|. AMork-the elasiic inta quarlers end match 
these to the centar front, center beck and 
side seams, 

2. Ploce the middle of the elastic under the 
center af the presser foot and stitch into 
place, making sure the elastic Is evenly 


- distibuted. 


—_— + ee ee - e ... pe ee 


TRIPLE SEAM 


INTERLOCK SHELL STITCHING 








Far shell itching on blouses ond lingerie. 


Tits stitch con also be used os 0 single over 
lock sliteh, 





This reinforcad and extensible saam Is recom: |) This stich is sewn with 2 sittches forward and 
mended for armholes, working garments and | 1 sfiteh beckward, forming ¢ vary solid seem, 
Sportswear. 


Garments should be boasted ond tiled before 
final sawing. 


SEWING ON BUTTONS - 














Push the lever ta the right to drop the feed 
dag, - 

Place the button on the fabric ond lower tha 
needle inta ihe lef hole by fuming the 
bolonce wheel. 

Lower the foot. 


* The {ze of the bullanhole its oulamatically 
sel fo the size of the button whan the fate: 
ls plaged into the butlanhole device R, 


* The button holder of the device tokes a but: 
lon upto @ 2.4 cm (1) size on Ils rear 
end, 


* Make a lest butiorhole on a somple of your 
fabric lined with interfacing. 


* AAork the starting pcinl of the butionhole, 


* Use intertocing for streachoble ond fine 
fabrics, 





Moke sure the the needle stiches well Into the 
right hole. {f necessary, ocljue! the widih. 

Sew o few stilches, When sewing on buttons 
wilh ashonk, placee pin aver ihe foot. Ta 
reinforce the shank, cul the threads leaving a 
20 em [8"} lol, Grow the thread through one 





of the holes, wind ff round the shank ond kre 
il safely on tha wrong side. 

NB. Gring the feed dog back Io its original 
posiiion by pushing the lever Ja the lett, The 
feed dog will raise cutomallcally when turt- 
ing the balance wheel. 





(3003 + 3005): Tun balance wheel fowards you or {3007} deprass the needle up/down key 


fo raise the noadle to its highes! position. 
Rotse the presset foot, 
Fura stich selector to “BH”. 


* |Fihe indicator ight is already on “BH” resel Ihe mochine according te the Instuctions on 


page Az]. 
Aftach the automolic bullonhole device R. 


NOTE: There should be no gap between the pressar fact and the front of the device, see 


Afustraton, 








lo the back and 





ploce the bution. Pass the needle thread under the Presser fet. 





Place the fabric 


Tum the balonce wheal towards 









Modal 3007- 
Lower the presser font 


Depress the aor conrad until he machine slope by Itsell, 
" When the bultonhole is completed, ihe “BH" Indicator bigghu 
will flash. 





* The buwtonhate Shorts wath ihe boriock, The felt tons jy Sewn 
backwards ° 





=——  —, 





Cul threads at 10 cmil4*]. Pass the needle thread io the 
wrong side of the fabric by pulling the babbyin Ihtead, Knol the 
threads, ; 














To repent a buttonhole: 
Aller he buitonhole {s sewn, 
"BH" ta be at the staning poin 






When byttanhola sawing 


selec stich “]* one fetuin to | to its tnitiof posivjan. 


is finished, faise the buitonhole lever 
FoF the Bultonhale. 









Inserl @ pin inia one of the bata 


chs ond cul open carefully with 
ihe buttanhole knife, , 


MANUAL BUTTONHOLE 


4-45 
ae ee ee 


* Butlonboles far bullons with a diometer of more than 2.5 em 
(i“) have lo be sewn manually. 











Pull dawn the buttonhole laver completely. 
ower the needle into the fabric of the storing polnt of the 
bultenbale and lower the foot. 


(3003 +3005) Tum the tolance wheel lowers you or 
[3007] demress the needle up/down key to raise the needle la 
its highest position, Raise tha presser foat. 


Tum the selecter diel lo “BH" for the byltenhale. 


"ff the Indicator light §s already on “BH", rasef the machine 
according to the Instweions on page AZ]. 
Allach the F foot. 


Sew the fits barack and the lell raw to tha desired length. 
Pull tha bultonhole lever iowards you. 


Sew the second barack and fhe right row. Stop when you 
reach the fits! bortack. , 


* To open the butlonhole and slat the nex! one, refer to the 
instrudions on page Az]. 





CORDED BUTTONHOLE 
4-65 














| : 
With the ‘buttonhole foot falsed, hook the | Sew the butfanhole according the the instue- | Pull the lefend of the Piping cond io make 
cord on the cond spur al the back of the fool. | tians given an Pages A-20 and 4:2 |, disappear ihe loop oi the rear. 
lead ihe wa ends of the ceyed fowords you | Remove the gomen! fom the machine ond Cut Hush the cond ends. 
ond under the foot, with ihe fails showing In | secure the fhreads, 


. 1 front. 
Acta ihe stich width to the Inickness of the Pass the ends inte ihe forks oi the front of the 
foot ond hold them Neghihy. 


* Ta open the butlanhole end stort the nes 
oni, reler to the: instructions on page AD], | lower the needle into the folic at ihe starting 
Polnt, then lower the fool, 








ZIPPER INSERTION 





The zipper foot E.can be atioched either on Preparing the fabric: Baste Ihe opening and Irn, Remove the bast: 
Ihe ist or on the right, depending on the way | Frepore on apen seem and sew both fabrics Ing threads, 
he zipper is fixed on the garment, lagethes. right side agains! right side ic the 


height ofthe opening, 


& 











Sletl on the vistble side of Ihe zipper. The foot is onthe right | Close the zipper and pin the jther side of the fabric onta tha | Finish by opening the zipper os indicated before. 
oe fastener faking care that Ills vvell caverad. It is preferable to | IFihe zipper is covered trom the ether side, aliach the fool on 


side. _ 

Place the closed zipper, dghl side against right side of the } baste first. the leh. 
fabric, so thol the zipmer teeth wun clong the fold of the fabric. | Stan sewing from ihe lower end, with the zloper closed. 

Pin and baste. . 


Start sewlng from the lower end, using the tape as a guide fo 
the edge of the foot; the zipper remains closed. 


Before stopping to sew, lower Ihe needle into tha fabric, if the 


presser foal and oped tha zipper by pulling the slide. 
Lower ihe presser fool le finish fhe seomi, 


NARROW HEM 








Mokeo double fold of 2. 


length of about & cm 


(3 


2 mnt 8") over g 


fower the foal, then Sena, 


Lower the needle Into the fabric at the slanting | Lower the needic infa the fabric, ifl ihe 


poini, then lower the hammer fot presser tool ond ingen the folded porion trite 
Sew 2ord stiches whtlg holding both | the spiral of the foot, 
Ihrends, 





mar (1/47) fom the carners, as 
fobric so that Wi remertns fi the spiral, tllustroted, io reduce bulk. 





BLIND STITCH” 





Moce the fabric se thatthe needle just pierces | Adfust the guide by luming Ihe qu Sew by 
the folded port of the fabric when It comas.ia | guiding the folded edge clang the quida. 
the left. 

. Lower the presser foot. 
-” On lighfobrics, tha tow edge con ba tumed 
under and pressed, Cn heovy fabrics thol 
fend fo fray, thea row edge shauld be oyarcasl 
firsl, - sone 


V DECORATIVE SEWING | | ADJUSTING STRETCH STITCH 
| '| BALANCE 7 


DECORATIVE SATIN STITCH 





* Wihe poitetns are compressed, the stlich is 
Ing shevt, Comect by huming the scraw ta 


wos 


Fi. 








Sew a row of stlichas ond adjust the tension, 
$0 that the needle thread. will slightly oppedr 
onthe reverse sida of the fabric. 


Test the altich ona piece af the actual’ febrie 
for the best rasull. 





Ifthe pattems ae not neal, it is possible Io 
odjusl them with ihe feed bolance screw. 





* After sewing wilh tha modified feed bolonce, “UE tha pollens ore too distorted, the ‘stich is 
felum fa the standard odjustnant "> *, loo long. Comet by wining the screw to 





The stitch lengths of the automatic paliems are’ | 


preset. , 
Mo adjustment ts needed for tha slilch length. 


Lo 








SMOCKING 


. With tha stich lenglh on 4, sew stalght stitch lines of a dis: 
lance of 10 mm (3/8") over the whole grad ta be smocked. 
Kral the threads an one side, Pull the bebbin threads and cis 
Wibute the gathers evenly, Knol the breads on the other side. 
Sew the decorotlve ailich In the middle between the sifich 

_ tows, Remove the gathering threads, 


NB, Gathering is ecsie: with o weaker yppar tension. 


QUILTING 





Attach the quilling quide Lt will help youto keep on even | Sew ond let the guide fallow the pravious stlich row. 
distance between the stitch ews. 





PIN-TUCKING SHELL TUCK 












Ploce ihe fabric under the presser foal, Lower | Hold the fable ego 


inf the guide when 
he needle into the fobric ecoordiag to the sewing. 





cS destred depth of the tucks. Prass the tucks to one side, 
lower the presser font Adjust the guide by 
Fold the fobyic left side agains lefi sida. turning the thumb rut. 
‘ FAGOTING (MODEL 3007) 









Fold ander each fabric edge |S em{i / 2") 
mad press, 

Pin the jwe adiges fo paper of learawoy 
backing 29 4 mm {1 #8") apart, ' 
Sew showdy, guiding ihe fabric sn ihar the 
needle catches the foided edge on euch side. 


Place tha folded fabric on the edga of the 
Irensporent por on the righl, 

The needle should shich just oulside on ihe 
fight and torn a fold. 





APPLICATIONS 








| ASSEMBLING EDGE-TO-EDGE 





Boste, or press, wing sal-adhesive lining, the 
application onto the fakele. 

Sew cround the entire applicolion, making 
sure the needle ohways goes down outside 
the application when at the right. 

When sewing curbs, silich the needle Into Ihe 
fabric, rolse the presse Inot ond swing round 
the fabric In the direction of the design. 


* When the opplication is finished, rasel tha 
‘foo! pressure on 72", 








Fold each fabric edge lo the wrong sida and 
press. Present the folded edges facing one 
agains! the other under the middle of the pres 


sar fgot, 


- Remove’ the plug from the utlet sackisl, 


‘. 7 machine.: 


VI MAINTENANCE | 
__. CLEANING THE BOBBIN CASE 


- This mochine does nl aged olling. However, 
the ores oround the bobbin and rol: must be 
deaned each time the mochine has bean 
ised exiensively, The casing nay be cleaned 
with a soft cloth and pure soap, 
Rameve ihe needle belore deaning the 









| Take oul ihe bobbin, -fnsert the bobbin. 


To remave the hook cover push ihe bution on 
the side ta the right, Clean the whole oree with ihe [int brush, Refit tha haoak cover, 


"+ CLEANING THE HOOK REFITTING THE BOBBIN CASE 





oO, = AQUMUE :. 
. ‘oat Lo, 


' 
om _ . 
. we 
- ies sate 
. pial 74 
” 












feed dag, tha hook and the habbin Whan tefitting the bobbin cose, make sure 
thal ihe front natch holds the. bobbin case well 


in place io prevent tt fam turning, - 





Remove tha. babbin and the bobbin cose. Clean the 


Remove he plug from the ouflat socket, 
} cose with the jini brush, 


.. Rafse the needle lo its highest pasillon. 

- Recieve the presser fool and dhe needle, Wilh 
ihe screwdriver, remove the screw of the lel 
of ihe needle plate! i 
Remove the needle plote, 


20% 


macaee .. . oer. 





MINOR DISORDERS ~~ a ne 7 a ; 


The machine is noisy and Aes | nc ; 1, Threads howe been coughi In the hook mechanism 
tun sméathly . 7 2, The feed dog is-pocked with lint 


The needle thrend bragks-— - . | J. Tha needle ts not threaded properly 
. . a . . Tha upper iensing fs tao tighl 
. The needle is bent or blur 
_ The needle is not insevled correctly 
. The fabric coAnol be removed to the rear oller sewing 
. The thread Is elther too heavy or too line for he needle 


The bobbin thread branks J. The balabin thread is not lhvendad conmacly in the bobbin ease A-1, 11 
- : _ Lint has‘collected in the bobbin cose 4-4] 
. The bobbin is damaged and does not turn smoothly ‘Chonge the bobbin 


The needle breaks . The naedle is badly secured 
. The needle ts ben! ar blunt 
. The needle clamp screw Is logse 
~The upper tenston is top tight 
. The fobric cannot be removed fa the rear ofler sewing 
_ The needle Is too line for the fabric betng sawn 
. The patiem selector diol has been turned while the needle was in Ihe fabric 


Skipped stiches 1. The needle ts net inserted correctly 
2, The needle is bent or blurt 
3. The needle and/or the threads ara unsuitable Ter ha work 
4, No needle with blua shank fs being used ler sewing stretch, vary fine and syrihelic fabvics 


5. The neadle thread is aot threaded property 











See poge 








The sean puckers 





1. The upper tension ig ino fight 
2, The machine ts nol ihtanded correctly 
3. The needle is too heavy for the fabric being sewn 
4. The siliches ore aa long for the fabric 
5. The pressure of the presser foot is nat sel carectly 
* When sewing extemely light welght fabrics place a sheel of paper undermecth the labric 











1, The upper tension is ian loase 
2. The needle is etihar tao heavy ar ta 


I The feed dag is packed with Irn 
2. The pressure of ihe presser toot is to0 weck 
3. The stitches are fag shon 


1. The machina ts nol plugged in . 
2. A thraod is caught in the hook: race 

J. The coupling knab ts disengaged 

4. Tha babbin winder spindle is in the winding position 


The stitches form loops undemeath the fabyic 





fine far the thregd 








The fabric is ned Feri smoothly 


















The mochine daes not work 








AlS5 
Guide the fabric geruhy 
AG 





|. The stich length ts nol suitable ar the fobric being sewn 
2. The work is being pulled or held beck 
3. No. Interfacing is belng used with stretch or fine fabrics 


The buttonhole is not balanced 








